#/ INDOOR PLASTIC FIXED PANORAMIC CAMERAS
Day & Night Indoor Fixed TR-[ ]/20-PF

Features:
> 960p / 3MP / 5MP / 8MP (4K) AHD options
> 1.3MP, 3MP, 5SMP and 4K resolution options

> Indoor panoramic camera

> 1.6mm fixed lens

> Supports 128 micro SD

> 360° Angle of View

Dimensions: '
——— 120 mm ———] :

Technical Specifications:

Model Number TR-S1.3AHD/20-PF TR-S3.0AHD/20-PF TR-S5.0AHD/20-PF TR-S8.0AHD/20-PF

F 49 mm

Platform 960p AHD 3MP AHD 5MP AHD 8MP AHD
Sensor Chip 1/1.8” Sony CMOS 1/1.8” Sony CMOS 1/1.8” Sony CMOS 1/1.8” Sony CMOS
TV System NTSC / PAL (selectable by OSD menu)

Resolution 1.3 megapixels (960p) 3.0 megapixels 5.0 megapixels 8.0 megapixels
IR Distance 20 meters (3 pcs IR LED’s)

Lens 1.6mm fixed lens

Min. lllumination 0.001Lux/F1.2

S/N Ratio >52dB

Scanning System Progressive scan

Shutter Speed Up to 1/60,000 s

Video Output 1Vp-p, 75Q

Video Compression N/A

Bit Rate N/A

Max Image Size N/A

Frame Rate N/A

Streaming N/A

Protocol Compliancy N/A

Protocol N/A

Wide Dynamic Range Real WDR

Auto Gain Control Yes

Back Light Compensation On/ off

DNR 3D-DNR

White Balance Auto

Storage Temperature -20to 60°C

Operating Temperature -20to 60°C

Operating Humidity 95% max

Power Source DC12V /500mA



