/[ TR-S2.0AHD/100-BZ TRX Series

Features:
1080p AHD
Outdoor PTZ camera
100m IR distance 10x

Dimensions:
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Technical Specifications:
Model Number

Platform

Sensor Chip

TV System
Resolution

IR Distance

Lens

Min. lllumination
S/N Ratio

Scanning System
Pan Speed

Tilt Range

Preset Speed

Pan Range

Tilt Range

Preset Points

Park Set

Dwell Set

Guard Tours

Guard Points

PTZ Control

Shutter Speed
Video Output

Video Compression
Bit Rate

Max Image Size
Frame Rate
Streaming

Protocol Compliancy
Protocol

Wide Dynamic Range
Storage Temperature
Operating Temperature
Operating Humidity
Power Source

TRAICE TRX="

TR-S2.0AHD/100-BZ TRX Series
1080p AHD
1/2.9" Sony Exmor CMOS sensor
NTSC/PAL
2 megapixels (1080p)
60-80 meters
10X Optical Zoom (f=5.1mm-51mm)
0.01Lux/Fl.6
>58dB
Progressive scan
12° /s
60° /s
200°/s
300°
0-60°
256
1-60min setting
1-60s intervals
3 groups
16 points (selectable dwell time)
Pelco-D, Pelco-P, etc.
Up to 1/100,000 s
1Vp-p, 75Q
N/A
N/A
N/A
N/A
N/A
N/A
N/A
DWDR
-30to 60°C
-30to 60°C
90% max
DC12V / 15W




